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Abstract

Normally, the damage that results in a total loss of

the primary flight controls of a jet transport airplane,

including all engines on one side, would be catastrophic.

In response, NASA Dryden has conceived an emergency

flight control system that uses only the thrust of a wing-

mounted engine along with a lateral center-of-gravity

(CGY) offset from fuel transfer. Initial analysis and
simulation studies indicate that such a system works, and

recent high-fidelity simulation tests on the MD-I 1 and

B-747 suggest that the system provides enough control

for a survivable landing. This paper discusses principles

of flight control using only a wing engine thrust and

CGY offset, along with the amount of CGY offset

capability of some transport airplanes. The paper also

presents simulation results of the throttle-only control
capability and closed-loop control of ground track using

computer-controlled thrust.

Nomenclature

AGL

CGX

CGY

EPR

FADEC

FDS

above ground level (radar altitude)

longitudinal center of gravity, percent of

mean aerodynamic chord

lateral center of gravity, distance from

fuselage centerline, in.

engine pressure ratio

full authority digital engine control

flight deck simulator
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FPA

GW

HDG

PCA

t

TRK

flightpath angle, deg

gross weight, ib

heading (magnetic direction that the airplane

is pointed toward)

propulsion-controlled aircraft

time, sec

track angle (magnetic direction of ground
track)

Introduction

Many occurrences have required the use of engine

thrust to supplement or replace an aircraft's normal flight
controls. In most of these cases, crashes have resulted,

with more than 1200 lives lost. 1 NASA Dryden Flight

Research Center has developed a propulsion-controlled

aircraft (PCA) system in which computer-controlled

thrust provides emergency flight control capability

without using any of the normal flight control surfaces.

Using this PCA system, an F-15 and an MD-11 airplane
have landed without using any flight controls. 1'2 In

simulations, PCA systems were developed and

successfully tested on a B-720, a generic twin jet and a
B-747 at NASA Ames, a conceptual megatransport, and

a C-17 military transport. 3-6 In all cases, the thrust of

engines on both sides of the airplane was available.

Consider an airplane with only the engine or engines
on one wing still operating: Could emergency flight

control be provided? In response to this question, NASA

Dryden has taken a first look at a concept showing that

one engine can provide limited flight control capability if

the lateral center of gravity (CGY) is shifted toward the

wing with the operating engine. Limited simulation tests

with all conventional flight controls inoperative and a

wing engine inoperative on the MD-11 show positive

flight control capability within the available range of
CGY offset. On four-engine airplanes, simulations of the

B-720 at NASA Dryden and the B-747 at NASA Ames
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alsoshowpositivecontrolcapabilitywithintheavailable
rangeofCGYoffset.

Thispaperpresentstheconceptofflyinganairplane
withnoconventionalflightcontrolsurfaces,usingthe
enginethrustononlyonewingandaCGYoffset.The
paperalsopresentstheprinciplesofoperationandshows
preliminarysimulationresultsfromMD-11andB-747
airplanes.

Useof tradenamesornamesofmanufacturersinthis
documentdoesnotconstituteanofficialendorsement of

such products or manufacturers, either expressed or

implied, by the National Aeronautics and Space
Administration.

Flight Control Using Only Engine Thrust

If an airplane's normal flight control surfaces fail for

some reason, engine thrust can be used to provide gross

control of flightpath and bank angle. In the following
subsections, manual throttle manipulation by the pilot is

discussed first; then a closed-loop PCA system is
described.

Manual Throttles-Only Control

With flight control surfaces inactive, a flight crew can

use the throttles for flight control. Differential throttle

inputs cause yaw, which through the dihedral effect

causes roll. With proper differential thrust control, bank

angle can be modulated and used to control heading to

within a few degrees. Collective thrust provides pitch

control: Thrust increase will increase the flightpath angle

and thrust decrease will decrease the flightpath angle.

With proper collective throttle control, pitch can be
controlled to within a few degrees. Unfortunately,

manual throttle control is not adequate for achieving a

safe landing. Difficulties arise from the small moments,

the slow response, and the difficulty in damping the

phugoid and dutch-roll oscillations. Burcham et al.
discussed the principles of thrust-only flight control.1

PCA System and Prior Results

The PCA system, using computer-controlled thrust,

has been shown to provide emergency flight control

capability suitable for safe landings. In the PCA system,
pilot commands are compared with the measured

feedback parameters, and thrust commands are

computed and sent to the engines. Simulations of PCA

systems on the F-15, C-17, MD-11, B-720, B-747, and a

conceptual megatransport all have shown the ability to
make safe landings. Flight tests of PCA systems have

been conducted on the F-15 and MD-11, with safe

landings made on both airplanes without movement of

the flight control surfaces.

Figure 1 is a schematic diagram of the MD- 11 PCA

system. Existing autopilot controllers in the cockpit are

used for pilot inputs. Control laws reside in the existing

Exicting glarechleld control panel

Track Flightpath
command command

Roll rate, yaw rate,

track, bank angle

FIIghtpath, pitch rate,

l Pilot Inputs

<
velocity ]

Rightthrottlecommands

Leftthrottlecommands
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Figure 1. The MD-11 PCA system.
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flight control computer. Pilot track command is

compared with the measured track. Feedback

parameters, such as yaw rate and roll rate, provide dutch-

roll damping, and differential throttle commands are

computed. In the pitch axis, pilot flightpath angle (FPA)
thumbwheei commands are compared with the measured

FPA, with pitch rate and velocity feedback provided for

phugoid damping, and collective thrust commands are

computed. The track and flightpath commands are
combined and thrust commands are issued over the

existing data bus to the engine full authority digital

engine control (FADEC) systems. Only software

changes were required to implement the MD-11 PCA

system. Burcham et al. provided more details of the
MD- 11 PCA system. 2

The B-747 and C-17 PCA systems were similar to the

MD-11 in concept, also using existing cockpit autopilot

controls for pilot commands. In all of the PCA systems,
track is typically controlled to within a degree of

command, and FPA is typically controlled to within

£-0.5 ° of command. In all of these studies, engines were

operational on both sides of the airplanes.

Principles of Control With CGY Offset

Consider now an airplane with inoperative flight
control surfaces and all engines inoperative on one wing

(fig. 2). If the CGY can be offset toward the side with the

operating engine(s), the engine's thrust creates a yawing

moment and a resulting rolling moment (from the
dihedral effect) counter to that rolling moment resulting

from weight times the offset distance CGY. Depending
on the available thrust and degree of CGY offset, a

certain thrust level creates a rolling moment that exactly

counters the rolling moment due to the CGY offset,

resulting in zero roll rate.

Increasing the thrust above this level results in the

airplane rolling away from the operating engine, while

decreasing the thrust below this level results in rolling
toward it. Modulating thrust thus allows bank angle

control and wings-level flight. Because the laterally

offset thrust generates rolling moment indirectly through

forces applied in the yaw axis, a steady-state sideslip
occurs; thus a corresponding steady-state bank angle is

required to maintain a constant heading.

The overall thrust level also determines the FPA of the

airplane for a given aircraft configuration. Thus, a strong

coupling exists between the longitudinal and lateral-
directional axis. In particular, the thrust level needed to

provide a desired FPA is unlikely to be the thrust level
needed to maintain a desired bank angle. Larger CGY

offsets require larger thrust levels to counteract and

result in a more positive FPA; therefore, control of the

degree of CGY offset provides FPA control.

Figure 3 shows a diagram of this control scheme. The
feedback and throttle commands can be performed

Lateral Opersttn_

axis _ engine

Thrust

Rolling
moment

Yawing
moment

Lift

Longitudinal axis sro3s4

Figure 2. Forces and moments on an airplane with a wing engine inoperative and a CGY offset.
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Figure 3. Longitudinal and lateral flight control scheme for an airplane with inoperative flight control surfaces, one

wing engine inoperative, and a CGY offset.

manually by the pilot or electronically by an automatic

system. While damping of the dutch-roll mode can

generally be accomplished with an electronic system

with the use of proper feedback parameters, a pilot will

find this a daunting task. The simultaneous damping of

phugoid motions in the pitch axis and dutch roll in the
lateral axis has not been demonstrated in this first look

but will likely be extremely difficult, if not impossible,

with a single-wing engine.

On a four-engine airplane with two engines

inoperative on the same wing, additional capability

exists for providing limited flightpath control as well as
bank angle control by varying the thrust split between

the remaining inboard engine and outboard engine.
Figure 4 shows a diagram of the control scheme for the
four-engine airplane. Again, the pilot can provide the

feedbacks or an electronic system can do this
automatically. With two engines available, better
potential exists for simultaneous phugoid damping and

dutch-roll damping, but this has not yet been attempted.

On three-engine airplanes with an operating engine on

the centerline and another on one wing, the center engine
may be used for pitch control with the wing engine used

for lateral control. Here, the pitch-roll interactions can
be less severe and better control can be achieved,

depending on the exact configuration.

Airplanes Tested in Simulations

Preliminary studies of the MD-11 and B-747 airplanes

in high-fidelity simulations have been performed. The

following four subsections briefly describe the airplanes
and the simulations.

The MD- 11, built by McDonnell Douglas Corporation

(Long Beach, California), is a large long-range wide-

body transport powered by three engines. Each engine is

in the 60,000-1b thrust class: two are on underwing

pylons and one is mounted in the base of the vertical tail

(fig. 5). The wing engines are 26 ft, 10 in. from the

centerline. Each wing fuel tank holds 42,000 lb of fuel, a

tank in the horizontal tail holds 13,100 lb, and the center

fuselage tanks holds 162,000 lb. Maximum takeoff gross

weight is 630,000 lb, and maximum landing weight is

430,000 lb.

MD- 11 Simulation

The MD-11 Hight Deck Simulator (FDS) is a high-

fidelity, fixed-base simulation of the MD-11 that contains

much actual flight hardware. The FDS incorporates

six degree-of-freedom equations of motion, complete

aerodynamic and propulsion models, analytical models
of all of the MD-11 systems, and a projected video out-

the-window display system. The simulated MD-I1

is powered by Pratt & Whitney (East Hartford,

Connecticut) PW4460 engines with 60,000 lb thrust

each. Thrust as a function of engine pressure ratio (EPR)

for the PW4460 engine is a nonlinear function,

with about 97,000 Ib/EPR at low thrust and about

57,000 Ib/EPR near maximum thrust.
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Figure 4. Longitudinal and lateral control of an emergency flight control scheme with two engines inoperative on one

side and a CGY offset.
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Figure 5. Three-view of the MD- 11 airplane.

The B-747, drawn in figure 6, is a very large swept-

wing wide body transport with four engines mounted on

underwing pylons, and is built by The Boeing Company

(Seattle, Washington). Maximum gross weight is up to

870,000 lb; maximum landing weight is 574,000 lb. The

inboard engines are 39 ft from the centerline, while the

outboard engines are 70 ft from the centerline. Wing fuel

capacity is 84,000 lb in each inboard tank and 30,000 Ib
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Figure 6. Three-view of the B-747 airplane.

in each outboard tank. Additional fuel tanks are in the

center fuselage and horizontal tail, for a maximum fuel

weight of 386,000 lb.

B-747 Simulation

Tests have been performed on the B-747-400

simulator at NASA Ames. This very high fidelity,
motion-base simulator is certified to level D. The

747-400 simulated is powered by Pratt & Whitney

PW4056 engines with 56,000 lb of thrust. Thrust as a

function of EPR for the PW4056 engine is a nonlinear
function, with about 90,000 Ib/EPR at low thrust and
about 45,000 Ib/EPR near maximum thrust.

Capability to Shift CGY

The fuel systems of some airplanes have been studied

to determine the degree of CGY that can be obtained.

The MD-11 is typical of many transport airplanes,

having most of the fuel in the wings and center fuselage.

Each wing tank holds 42,000 lb of fuel. The remaining
fuel is in the center fuselage tanks and in a small tail tank

used to provide longitudinal center-of-gravity (CGX)

control. Fuel distribution is normally controlled by the
fuel management system, which maintains a

programmed CGX schedule; but fuel may also be

manually transferred among tanks. After takeoff, fuel is

normally transferred to the tail tank to move the CGX

aft. In an emergency, all but 40,000 lb of fuel can be

dumped overboard. A manual fuel switch can disable
automatic fuel transfer and CGX control.

Figure 7 shows the offset in CGY as a function of fuel

quantity. If one wing tank is full and the other is empty,

there is a CGY offset of 48 in. With all tanks full,

obviously no offset is possible. As fuel is burned or

dumped, the maximum offset occurs after the tanks in

one wing are empty, and can be maintained as long as

there is fuel in the center or tail tanks to keep the other

wing tank full. After the center and tail tanks are empty,

the CGY offset decreases until, with all fuel exhausted, it

is again zero.

A similar situation occurs on other airplanes studied.

The four-engine transport airplanes studied include the
B-747, Convair 990, and C-17. Table 1 shows the

maximum CGY offsets available and the CGY

normalized by wingspan for these four airplanes. All

show a similar capability of between 2.4 and 3.5 percent
of total wingspan.

These CGY offsets are also well within the tread of the

main landing gear, so there would be no tipover

tendency.
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Table 1. Maximum CGY offset for four transport

airplanes.

Airplane

Maximum Overall

differential CGY, wingspan, CGY/

fuel, lb in. ft span

MD-II 42,000 48 170 0.024

B-747 114,000 70 211 0.028

C-17 90,000 66 165 0.033

CV-990 40,300 51 120 0.035

Thrust-Only Control Capability

With CGY Shifted

The thrust-only control capability of the MD-11 and

B-747 has been studied in high-fidelity simulators,

described previously. Results are given below.

Results of MD- 11 Simulation

On the MD- l 1, a CGY offset of up to 48 in. can be

obtained using the existing fuel system. Figure 8 shows

MD-11 FDS results of the time required for the fuel

transfer, based on the normal fuel pump operational

rates. Starting with all wing tanks equally full, it takes

about 7 rain to get CGY to a value of 25 in., transferring

from the left to the right wing. At this time the right wing
is full, and further transfer is from the left wing to the

center tank, which is obviously less effective in shifting

CGY. After 13 min, CGY is 40 in., and the maximum

tested CGY of 45 in. was reached in 15 min. An average

rate of change of CGY is --3 in/min.

Tests were performed in the FDS by turning off the

yaw dampers and longitudinal stability augmentation

systems and not touching the flight controls, thereby

eliminating any control surface movement. Beginning
from a trimmed condition, both wing engine throttles

were retarded to idle and fuel transfer was begun. As

CGY increased, the thrust required for wings-level flight

gradually increased. Figure 9 shows the engine 3 EPR

required to hold wings level (with engine 1 either at idle
or off) as a function of speed at an altitude of 10,000 ft

with gear and flaps up. Well within the available CGY

offset, wings-level flight on one engine was possible

over a range of speeds from 200 to 300 kn, as shown. As

speed increased, the CGY required for wings-level flight
decreased because, as airspeed increased, the yawing

moment from thrust produced less sideslip and hence,
less roll. At 300 kn, almost full thrust on engine 3 was

required to hold the wings level, and if CGY was
increased beyond approximately 30 in., there was not

enough thrust to prevent a roll to the right.
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Figure 9. Effect of CGY on EPR of engine 3 required for wings-level flight; flaps and slats up; gear up; altitude
= 10,000 ft; GW = 400,000 lb; engine 2 idle.

Also shown in figure 9 is a shaded band that represents

a thrust value that will result in an FPA of zero degrees.

Conditions above the band will result in a climb, while

conditions below the band will result in a descent. Note

that this band is for the MD- 11 with the center engine at

idle, and thus approximates a twin-jet airplane. In the

MD- 11, the center engine thrust could be used to provide

an essentially independent means of FPA control.
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Figure 10 shows a time history of an open-loop

throttle step increase followed by a step decrease to idle

at 205 kn with gear and flaps up, the left and center

engines at idle, and CGY = 35 in. The initial EPR is

1.18 with a sideslip of 2 °. When the thrust increase

occurred, sideslip increased and the roll rate generated

was -5°/sec. Angle of attack also increased because the

engine was below the CGX as well as to the right of the

CGY. As the bank angle passed through 40 °, the right

engine thrust was reduced to idle, which caused the

sideslip to go to zero and the roll rate to reverse to

approximately 4°/sec.
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Figure 10. Time history of response to engine 3 throttle step inputs on MD-11 FDS; 205 kn; altitude = 7500 ft; gear

and flaps up; dampers off; CGY = 35 in.
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In other tests at 300 kn, the sideslip required for

wings-level flight was only 1°, but this took nearly full

thrust. Maximum roll rates up to 4 ° to 5°/sec are

possible; although depending on speed, they may not be

equal in each direction. These rates should be adequate
for runway lineup in turbulence up to and including

light.

Manual throttles-only control in this configuration,

using the scheme of figure 3, was, as expected,

extremely difficult, but with some practice gross control
could be maintained and was used to obtain the data

shown in figure 10. Control was greatly improved with

the use of a closed-loop automatic control system. The

control laws from the PCA system that had been flight

tested 2 were modified to approximate the lateral control

mode (fig. 3). To accomplish this, the longitudinal

control laws were disabled, and the left engine lateral

control law commands were zeroed, leaving only the

fight engine thrust being modulated to control track

angle, with feedbacks of roll rate, yaw rate, bank angle,

and track. The lateral control with gains unmodified

from the standard MD-11 PCA system provided stable
track control.

Figure 11 shows the MD-11 with CGY = 31 in., an

altitude of 15,000 ft, the left engine at idle, the center

engine near idle, and the fight engine being controlled by
the unmodified PCA lateral control laws to hold track.

As seen, track control is very sluggish and has a 5 °

steady-state bias but is stable. The 12 ° commanded track

change command just before 1600 sec took more than

50 sec to complete. The dutch-roll oscillation seen in the
roll rate parameter slowly damped. The longitudinal

control using fuel transfer had not been implemented, so
pitch axis was uncontrolled; the phugoid produced FPA

oscillations of almost 2°; damping was very light.

The time history is continued in figure 12. Larger track

inputs were made, and the results show that the bank

angle appears to be rate limited. A small open-loop

thrust increase on the center engine (to establish a climb)

fortuitously damped the phugoid, but the phugoid was

excited again at t = 1875 sec when the PCA logic

reduced thrust to reduce bank angle. Figure 12 also

shows a reduction in bank angle feedback gain at

t = 1960 sec from 1.0 to 0.5 that was made in an attempt

to decrease the steady-state track error. As may be seen,
the track error was reduced from 5° to 3 °. However, the

change increased the amplitude of a dutch-roll limit

cycle; although track was still controlled adequately. It

is encouraging that the degree of control shown in this

first look was obtained without modifying the PCA

lateral control laws; further research could undoubtedly

improve the closed-loop track performance.

Later, simulated approaches to a runway were made.

Using the track command knob, runway alignment could

be achieved and accurately maintained, although a bias

of several degrees was required to track the extended

runway centerline. No closed-loop FPA control

capability was included in this first look, but FPA could

likely be controlled sufficiently for a survivable landing

using either the center engine or by controlling CGY.

Results of B-747 Simulation

On the B-747 airplane, the combination of full fuel

(114,000 lb) in one wing and empty tanks in the other

wing provides a CGY offset of approximately 70 in.

Currently, in the B-747-400, this fuel loading cannot be

accomplished actively in flight using fuel transfer pumps

but could be accomplished in flight through fuel burnout

by shutting off appropriate fuel pumps. Changes would

have to be incorporated into the fuel management system

to provide a capability to transfer fuel from one wing to
the other.

In the simulator, however, the operator could put full
fuel in the fight wing tanks and empty the left wing

tanks. With all dampers turned off, and flight controls

not used, with all fuel in the fight wing, flying at

10,000 ft, essentially level flight is possible with the

inboard engine at high power and the outboard engine at

low power and modulated to maintain the desired bank

angle. Manual throttles-only control (using the outboard
engine primarily for roll control and the inboard

primarily for pitch control); the scheme shown in

figure 4 is adequate to maintain flight, but even gross
control is initially very difficult. After some practice, it is

possible to achieve a degree of heading control, but

flightpath control is still extremely difficult.

At an airspeed of about 220 kn, with gear and flaps up
and both left engines shut down, the B-747 simulation

could be stabilized. The thrust required for level flight

was relatively low and was achieved with the fight

inboard engine at an EPR of 1.3 and the fight outboard

engine at an EPR of 1.0. Throttle step response tests

were performed in the simulator to determine the roll

rates that could be achieved. Figure 13 shows an open-

loop throttle step input on the outboard engine

(engine 4). Thrust was initially increased on engine 4,

which resulted in a 30 ° bank angle in 12 sec, with a
maximum roll rate of 6°/sec. The throttle was then

reduced to idle, which resulted in a slower roll back to

wings-level flight with a maximum roll rate of 3°/sec.
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Figure 11. Time history of MD-I l FDS single-wing engine lateral closed-loop operation with CGY = 31 in.; left

engine at idle; altitude = 15,000 ft; weight = 380,000 Ib; gear and flaps up; MD-] 1 lateral PCA control laws.
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Figure 12. Time history of MD-11 FDS PCA system lateral control; CGY = 31 in.; gear and flaps up; dampers off; no

flight control; left engine idle.

12

American Institute of Aeronautics and Astronautics



240

Airspeed, 220 .....
knots

200

2

Flightpath
angle,

deg

0 .......

m 2 ..... ,

_4 ......

-6

10

/- Step throttle Increase, (outboard) engine 4
/--Step throttle decrease, (outboard) engine 4

• , , , , ,

J _ J

j I I

i I i

_ ' ,
--'I ............................... "r ...... r .....

i _ i q i J

l l l _ i i

i _ i i t i

l i i ii i

t i _ i i t

J i i
...... "I ............. f" ............ "_ .............

i

i

i

i

J

i

i

I

I I

i i L

t

i i I I i

I I * i

t

o ....-;.... : , T--i '
i ' 'Bank

angle, - 10 ............... r ........... ,...... _ - -
deg " '

, )

20 ...... r ..... ,....... ,...... _ - -

l I J

30 '

EPR

1.4

1.2

1.0_

.8

i

...... i'1"7 ' ' ')7 ' ', ,, Engine 3 (inboard ,, ,

I i l
.......... _F -,'' ..........---]- -_ ,r...... ,'....... ,'..... [--_, _" (outboard _).... ,I

--J---i-,' l\-',' ," ,"/---i,'," I....... F ...... ,....... , ........ T ......

._ , ..... , ...... _ ...... ,. ...... ,...... _ .... _, ...... ,_ ...... I.... . - • , _ • , , t
i, , , , , Engines 1 end. 2, windmilling

I I _ I I I I I |
i

0 10 20 30 40
Time, sec

970395

Figure 13. Time history of B-747 simulation open-loop throttle step on engine 4; CGY = 70 in.; gear and flaps up;

dampers off; engines 1 and 2 off; no flight control inputs.
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Similar step throttle response tests were performed on

the right inboard engine (engine 3). Roll rate was
1.3°/sec for a throttle decrease to idle, and 0.7°/sec for a

throttle increase.

Figure 14 summarizes the roll rates at 255, 223, and

220 kn as a function of change in EPR for inboard and

outboard engines. The data show a nearly linear

relationship, as would be expected, with some curve
because of the nonlinear relationship of thrust to EPR.

The moment ann on the inboard engine is about equal to

33 fi while the moment arm on the outboard engine is

about equal to 64 ft; so the outboard engine develops

approximately twice as much rolling moment. These
data allow maximum roll rates to be computed for given

inboard and outboard throttle settings. Roll rates of

approximately 3°/sec are generally needed for safe

runway landings and should generally be available for
the B-747. An exception is when the outboard engine is

running near idle thrust, in which case turns in the

direction of the operating engines will be very sluggish,

with roll rates possibly only 1° or 2°/sec.

After making these throttle steps with pilot throttle
inputs, directional control had been practiced to the point

where an approach to the runway was attempted.

Figure 15 shows a time history of 5 min of manual

throttles-only control. The B-747 was initially trimmed

with the CGY = 70 in., engine 3 at an EPR of 1.3,

engine 4 at 1.02 EPR, and engines 1 and 2 shut down and

windmilling. At an altitude of 5500 ft, the sideslip

required for wings-level flight was approximately 4 ° .

The response to an inboard engine throttle step was

tested between t = 10 and 35 sec, with results that were

previously discussed.

With the runway about 25 mi ahead and displaced
approximately 6 mi to the right, acquisition of the

extended runway centerline was attempted. A turn to the

right was initiated by retarding the inboard throttle with

the idea of also starting a descent. The bank angle

became excessive, which also allowed the nose to drop;
therefore, the outboard engine thrust was increased to

reduce the bank angle. The phugoid was excited by the

excessive nose-down attitude. At t = 95 sec, the bank

needed to be reversed for a left turn, and engine 4 was
increased to an EPR of 1.2; at the same time the EPR of

engine 3 was reduced in an attempt to lower the nose. At

t = 120 sec, the landing gear was lowered, causing a

significant increase in drag and thrust required to

maintain the glideslope. It also reduced the average

airspeed from 225 to 215 kn. The throttle on engine 3

was gradually advanced and engine 4 was retarded to try

to hold a 3 ° glideslope; it only held to within +9 °. The
extended runway centerline was tracked within

approximately +1500 ft during the last 150 sec of data

shown, with an average bank angle of approximately 4 °

required to offset the sideslip. With the gear extended, it

Roll rate,
deg/aec

10
Airspeed,

Engine knots
• Inboard 223
(_) Outboard 255
/k Outboard 220

S .................... _ ..................... * ......................

0 ii!
, ,ooo.o

.............. --o,,olill......
-10

- .5 0 .5 1.0
Change In EPR

970396

Figure 14. Roll rate as a function of change in EPR on the B-747; altitude =10,000 ft; gear and flaps up.
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Figure 15. Time history of manual throttles-only approach with B-747-400 simulation; no flight controls; both left
engines shut down; CGY = 70 in.; flaps up; GW = 614,000 lb.
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was found that level flight was no longer possible. The

lower trim speed increased the drag, and combined with

the drag of the gear, increased the drag above the thrust

available for wings-level flight. If the approach had been
continued, the landing would have been short of the

runway. In other tests not shown, at a speed of 180 kn, 5 °

of sideslip was required for wings-level flight.

This time history (fig. 15) does show that gross control
can be maintained with thrust only on one wing and with

the CGY offset. The figure also shows that bank angle

and phugoid control are very difficult, and that flightpath

capability may be strongly affected by the airplane

configuration, that is, landing gear extension. The PCA

system developed and evaluated at NASA Ames on the

B-747 has not been implemented for the CGY offset
case, but it would be expected to provide improved

lateral control. The quality of pitch control is uncertain at

this time but should be adequate for a survivable landing.

However, careful planning would be required to avoid

landing short of the intended landing site. These tests

were all performed with CGY = 70 in., which is the
maximum obtainable on the B-747.

Twin-Engine Airplane Control

For a twin-engine airplane, lateral control should be

similar to the MD-11, but pitch control will be very

difficult. The longitudinal phugoid could possibly be

damped with gentle turns made at the appropriate points

in the phugoid cycle. Flightpath control would be a

function of the CGY offset, which is at best a very slow

controller; but if the phugoid can be controlled, a

survivable landing could be possible.

Concluding Remarks

A first look at using the thrust of engines on one wing

with a lateral offset of the center of gravity for

emergency flight control was made using high-fidelity

simulations of the MD- 11 and B-747 airplanes. For the

transport airplanes studied, fuel transfer could cause a
lateral center-of-gravity (CGY) offset ranging from 48 to

70 in. (2.4 to 3.5 percent of wingspan).

Preliminary studies using simulations of the MD-11

and B-747 airplanes have shown that, with CGY offset,

wings-level flight can be maintained with manual

manipulation of the throttles. Increasing thrust rolls the
airplane away from the operating engine, while

decreasing thrust rolls it toward the operating engine.

Roll rates of about 3 ° to 5°/sec are typical. A bank angle

of about 5 ° is required to hold a steady heading.

As speed increases, the sideslip (and rolling moment)
for maximum thrust on the remaining wing engine

decreases, making the required CGY offset less. Sideslip

required for wings-level flight varies from about 1° at
300 kn to almost 5 ° at 180 kn.

There may be a level-flight capability with a

reasonable center of gravity offset; that is, the thrust

required to hold wings-level is, at some speed, equal to

that required for level flight. In general, increasing the

CGY offset increases the average flightpath angle.

The MD-11 propulsion-controlled aircraft (PCA)

system was found to provide positive closed-loop track

control, even though the system used nonoptimized

gains that produced sluggish response. A runway

extended centerline could be acquired and accurately
tracked using the Track command knob.

On the B-747, the inboard engine could be primarily

used for pitch control, while the outboard engine could

be used primarily for bank angle control. Using this

scheme, it was possible, after much practice, to acquire

and approximately maintain an extended runway
centerline and set up a glideslope; however, a survivable

runway landing would have been very unlikely. It is

anticipated that the B-747 PCA system closed-loop

control would provide adequate flightpath control for a

survivable landing.
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